NECT

ELECTRONIC CONNECTORS

SF16 Series IP67

SF16 SERIES

Cable connector

Mate with SF1611, SF1612,
SF1613, SF1615
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Male contact 1: solder, 3: crimp

Cable outer diameter
I:5-8mm, II:8-12mm
Number of contact

Female contact

28225

I

Cableouter diameter range:
I: 5-8mm, II: 8-12mm

In-line cable connector
Mate with SF1610

Cable outer diameter range:
1: 5-8mm, II: 8-12mm

Rear-nut mount
Mate with SF1610

Panel cutout

Front-nut mount
Mate with SF1610

D)

SF1615/S_—_

\_SF1615/P_—_

Solder contact spec
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Male contast fice view @ 9 Q

Rated current (A) 10 10 5

Contact diameter(mm) #1.5X2 ©15X3 #1X4  82X2  92X3  @2X4  #1X5  #1X7  21X9  81X10
Ratedvoltage (AC.V) 500 500 500 500 500 500 500 400 400 400
Test voltage(AC.V) 1 min 1500 1500 1500 1500 1500 1500 1500 ~ 1200 1200 1200
Gontas reaiatanee (o) 2.5 2.5 5 2.5 2.5 2.5 5 5 5 5
I — <2/14 <214 <075/18 <214 <pq4 <2/14 <0.75/18<0.75/18 <0.75/18 <0.75/18
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