NECT

ELECTRONIC CONNECTORS

4,.- WEiPU’ connector

® WF Series

WF SERIES

Part number system

wr L

Series code j

Panel hole cutout diameter
16.20. 24, 28.32. 40.48. 55

Contact gender
J:Male contact
K :Female contact

Number of solder contact:

2. 3. 4. 5. 6. T. B, 9. 10, 11.
12. 13, 15. 16. 17. 19, 20. 24,
26. 27. 31. 35. 38. 40. 42. 53. 6l

MWumber of crimp contact:

1o 2+ 3. 4. 5. 6. T+ B 9. 10,
12. 15, 19, 31, 38, 42. 61 <
Straight

Termination type:

1: Solder

2, Screw (for @2.5, @3, @3.5 mm contact)
3:Crimp

Shell structure and cable fix type @
Square flange receptacle

Round flangel receptacle
Front-nui-mount receplacle
2-hole Mange receplacle

TA:Plug with plastic clamping-nut
r ZAB: Receplacle with plastic clamping-nut B (for WF16-28)
ZA: Receplacle with plastic clamping-nut {for WF32-55)
TN:Plug for plastic-hose
ZNB:Receptacle for plastic-hose B (for WF16-28)
ZN:Receptacle for plastic-hose (for WF32-55)
T E:Plugwith metal clamping-nut
ZEB: Receptacle with metal clamping=nut B (for WF16=28)
ZE:Receptacle with metal clamping=nut (for WF32-55)
T 1:Plug with cable clamping plates
ZIB: Receptacle with cable clamping plates B (for WF16-28)

: Receptacle with cable clamping plates (for WF32-55)
: Plug for PA=hose (for WF16-28)

© Remarks : The rated current decreases according to the
mumber of contacts, more contacts, less rated current.

Mumber of contact 1=3 | 4~10|11~20|21~30(31-40 44-50| 51-61
Rated current dacrease rate | 0 | 10 | 20 [ 34 | 40 | 50 [ 60
* Each si
Material and spec % Solder co

: In-line receptacle for PA-hose B (for WF16-28)
: In-line receptacle for PA-hose (for WF16-28)

TU: Plug with metal clamping-nut
TV: Plug with cable clamping plates

Angled {
TW: Plug for plastic=hose

de can be male or fer

act spec see page P19 + Crimp contact spec see P20

Coupling
Shell material
Insert material

Contlact material
Termination

Mating cycle

Temperalure range

Solder:@1, @15, @25, @31.5, @5.5mm;

Threaded
Zing alloy with chrome plating
PPS, max temperature 260 O
Brass with gold plating

Screw: @15, @3, @35mm; Crimp: @1, @l-5, @2.5, @3.5, 25.5, @l0mm

500
-40C~+85C
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NECT WF SERIES

ELECTRONIC CONNECTORS

4‘; WEIPU’ connector WF

series

WF Series Mating diagram
Z

# Square flange receptacle IP67
TA

# Round flange receptacle IP67 M # Plug with plastic clamping-nut IP63

TN
@
M
# Front-nut-mount receptacle IP67 j:‘ﬂ Q  Plug for plastic-hose IPSS

TH(16-28)

w
wr

G

ZAB(16-28)
° ZA(32-55) TE
— e
L

4 In-line receptacle with plastic clamping-nu

# 2-hole flange receptacle with
cap IP67 (cap 1P44)

# Plug for PA=hose IP65

# Plug with metal clamping-nut IP67

ZNB(16-28)
£ZN(32-55)

ZHB(16-28)
ZH(16-28)

#* Plug with angled back shell
and metal clamping-nut IP65

# In-line receptacle for PA-hose P63

ZEB(16-28)
———

ZE(32-55)
# Plug with angled back shell
and cable clamping plates IP65S

# In-line receptacle with metal clamping-nut

ZIB(16-28)
Z1(32-55)

# In-line receptacle with cable clamping plates IP&5 # Plug with angled back shell

for plastic-hose IP55

* Each side can be male or female contact

* Crimp contact spec see P20
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NECT WF SERIES

ELECTRONIC CONNECTORS

4‘:- WEIPU’ connector WF
series

Panel cutout

)i

1]
L
Jpewecs WEle WF20 W24 WR2s  WE3Z  WF40  WF4B  WFSs
@ad1 15.8 19.8 23.8 27.8 31.8 39.8 47.8 54.8
D M18X1 M22X1 M26X1 M30X1 M35X1.5 M44x1.5 M52X1.5 M59X1.5
| 9.7 10 10 10 14.4 14.2 14.2 14
L 21.6 23 23 23 34 34 34 34
b 20 22 26 30 32 40 48 52
B 26 29 32 36 42 50 58 64
@d 16.5 20.5 245 28.5 32.5 40.5 48.5 55.5
@ 3.2 3.2 3.2 3,2 3.5 4.5 4.5 4.5

® Round flange receptacle: ZM IP67

Panel cutout

d

D

&

|

L

B 21.2 2325.5 29.2 33.3
@d 15.7 19.7 23.7 27.7
h 15.3 19.3 23.2 26,9
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NECT WF SERIES

ELECTRONIC CONNECTORS

Solder contact spec

Male contact face view @ 0 e o
10

Rated current (A) 10 5 15 15 15 5 5 5 5
Contact diameter(mm) #1.5X2 @1.5X3 ?1X4 @2X2 @2X3 22X4 21X5 21XT7 ?1X9 21X10
Rated voltage (AC.V) 500 500 500 500 500 500 500 400 400 400

Test voltage(AC.V) | min 1500 1500 1500 1500 1500 1500 1500 1200 1200 1200
Contact resistance (mf2) 2.5 2.5 5 2.5 25 2.5 5 5 5 5
Insulation resistance (M) 2000 2000 2000 2000 2000 2000 2000 2000 2000 2000
Wire size (mm*/ AWG) =2/14 =214 =0.75/18 =2/14 =2/14 =2/14 =0.75/18 =0.75/18 =0.75/18 =0.75/18

Male contact face view

Rated current () 25 25 25 10 o5 0 10 10 5 5 5
Contact diameter(mm) | $2.5X2 #2.5X3 82.5x4 81.5x5 S1X2 21X 415x7 315x8 #1x9 81x12 81X15
Rated voltage (AC.V) 500 500 500 500 500 500 500 500 400 400 400
Test voltage(AC.V) 1 min 1500 1500 1500 1500 1500 1500 1500 1500 1200 1200 1200
Contact resistance (m£2) 1 1 1 2.5 ? ? 2.5 2.5 5 5 5

Insulation resistance (MQ) | 2000 2000 2000 2000 2000 2000 2000 2000 2000 2000 2000

Wire size (mm*/ AWG) <4/ =41 =41 <214 S2JAIBSO0TME <op4 <2/14 <075/18 <0.75/18 <0.75/18

=4/11 =4/11

Male contact face view @ o .
25 25

Rated current (A) 25
Contact diameter(mm) $2.5X2  $25X3  ©2.5X4 01.5x10  @1.5x12  21X9 B1X19
Rated voltage (AC.V) 500 500 500 500 500 500 400
Test voltage(AC.V) | min 1500 1500 1500 1500 1500 1500 1500 1200
Contact resistance (m£2) 1 1 1 ? 2.5 2.5 ? 5
Insulation resistance (M0) 2000 2000 2000 2000 2000 2000 2000 2000
Wire size (am?/AWG) <41 =4/t =am I8 <aa <2/14 57518 <o75/18

50 50 25 25 25 10 10 5 5 5

Rated current (A)

60. 5 25.5 25 10 10

Contact diameter(mm) P3.5X2 P3.5X3 P2.5X4 92 5XT @2.5X8 g?ggé %21?()(54 P2.5X1021.5X1091.5X1201.5X16@21.5X17 $1X20 @1X24 @1X26 @1X35
Rated voltage (AC. V) 500 500 500 500 500 ggg 500 500 500 500 500 500 400 400 400 400

Test voltage(AC.V) 1 min 1500 1500 1500 1500 1500 1500 1500 1500 1500 1500 1500 1500 1200 1200 1200 1200

Contact resistance (m£2) 0.5 0.5 1 1 1 5 05 1.5 1 2.5 2.5 25 25 5 5 5 5

Insulation resistance (M) 2000 2000 2000 2000 2000 2000 2000 2000 2000 2000 2000 2000 2000 2000 2000 2000

Wire size (mn?/ AWG) S10/7 <1017 =4/11 =4/11 5;4;11?;3_%2&;5;_;;]18@4;11 =2/14 =2/14 =2/14 =2/14 <0.7518<07518<075/18< 07518
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NECT

ELECTRONIC CONNECTORS

Solder contact spec

Male contact face view

WF SERIES

Rated current (A) 50
Contact diameter(mm) ©3.5X4 @2.5X10 @2.5X11 @2.5X12 ©1.5X19
Rated voltage (AC.V) 500V 500V 500V 500V 500V 500V 500V 500V 500V 500V
Test voltage(AC.V) | min 1500V 1500V 1500V 1500V 1500V 1500V 1500V 1500V 1500V 1500V
Contact resistance (m®) 0.5 %55 22 22 22 1 1 1 23 2.5
Insulation resistance (M) 2000 2000 2000 2000 2000 2000 2000 2000 2000 2000
e | o SRR SHE SR SE e am can SHE o
Gt
Male contact face view a“’,f,‘;‘;‘”'
Rated current (A) 10 5
Contact diameter(mm) $3.5X5 2% $1.5X15 Oy axa? ?1.5X31 P1X52
Rated voltage (AC.V) 500 500 500 500 500 400
Test voltage(AC.V) 1 min 1500 1500 1500 1500 1500 1200
Contact resistance (m{2) 0.5 0?5 2.5 2.5. 1 2.5 5
Insulation resistance (M) 2000 2000 2000 2000 2000 2000
Wire size (unt/ AWG) <10/7 st <2/14 =208 <2/14 <0.75/18

Male contact face view

Rated current (A) 25 25 10
Contact diameter(mm) ?5.5X5 $3.5X7 $2.5X20 o axse e ?1.5X42
Rated voltage (AC.V) 500 500 500 500 500 500
Test voltage(AC.V) 1 min 1500 1500 1500 1500 1500 1500
i 0.3 0.5 1 2.5, 1 2.5. 1 2.5
Insulation resistance (M£2) 2000 2000 2000 2000 2000 2000
Wire size (an?/ AWG) <25/3 <10/7 <4/11 =24 St <2/14

Male contact face view

Rated current (A) 15500 28
Rated voltage (AC.V) 500 500 500
Test voltage(AC.V) 1 min 1500 1500 1500
Contact resistance (m2) gg 2.]5 2.5
Insulation resistance (M£2) 2000 2000 2000
Wire size (mmt/ AWG) g%?é;’o) gjﬂ? =2/14
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